
WARNING: IMPROPER INSTALLATION, ADJUSTMENT, ALTERATION, SERVICE OR MAINTENANCE CAN 
CAUSE INJURY, PROPERTY DAMAGE OR LOSS OF LIFE. REFER TO THIS MANUAL FOR ASSISTANCE OR 
ADDITIONAL INFORMATION. CONSULT A QUALIFIED INSTALLER OR LOCAL DISTRIBUTOR.

rev  03/10/2014

WWW.BURNTECH.COM

IMPORTANT: DO NOT BURN WITHOUT FIREBRICK LINING. FIREBRICK NEEDS TO BE RATED ASTM-C1261. 
PROVIDE CLEARANCE FOR HEAT EXPANSION WITHIN HEARTH AREA.

Fireplace must 
have Firebrick 
Lining

Drill a Ø3/4” hole aligned 
with your gaslog inlet which 
can be routed either right 
side (shown) or left side.

Preparing Your Fireplace for a 
Gasline Installation

After completing the installation of your 
fi replace, determine from which side 
you will be running your gas supply line. 
It can be either the right or left side of 
your fi replace.

Place your Decorative Gas Appliance 
in the fi rebox and locate it in its’ fi nal 
position.

Find an area directly adjacent to your 
gas inlet to achieve the closest and 
most direct path for your gasline.

Drill a 3/4” hole in the side wall

Feed the supply line through the hole.

Seal around the hole and supply gas 
pipe with high temperature sealant.

Complete your installation of your 
decorative gas appliance.

Plumb for gas supply as indicated by 
your local building codes.
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If an Air Kit is to be 
installed on the same 
side as your gas inlet, 
allow ample clearance 
for Air Kit damper plate 
and fl ange.


